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For the latest Nanuk SE installation documents in all supported languages,  visit: 

https://iglutech.eu/en/  

IMPORTANT SAFETY INSTRUCTIONS 
SAVE THESE IMPORTANT SAFETY INSTRUCTIONS 

This manual contains  important  instructions  for  the Nanuk SE hybrid  inverter  that  must  be followed  

during  installation  and maintenance  of the system. 

 
Installation  and service require  knowledge  of high voltage  electricity  and should  only be performed  

by IGLU TECH Certified  Installers. IGLU TECH assumes no liability  for  injury or property  damage due 

to repairs attempted  by unqualified  individuals  or a failure  to  properly  follow  these instructions.  

These warnings  and cautions  must  be followed  when using Nanuk SE energy storage  hybrid  

inverte r. 

 

PRODUCT SPECIFICATIONS 
All specifications  and descriptions  contained  in this  document  are verified  to  be accurate  at the time 

of printing.  However, because continuous  improvement  is a goal at IGLU TECH, we reserve the right  

to  make product  modifications at any time. 

 
The images provided  in this  document  are for  demonstration  purposes  only. Depending  on the 

product  version and market region, details may appear slightly  different.  

 
 

ERRORS OR OMISSIONS 
To communicate  any inaccuracies  or omissions  in this  manual, please send an email to: 

info@iglutech.eu 

  
 

 
 

 

ELECTRONIC DEVICE: DO NOT THROW AWAY 
Proper disposal  of inverter is required. Refer to  your local regulations  for  disposal  requirements.  

 
 

 

IGLU TECH UAB 2026 All  rights  reserved. 
 

All  information  in this  document  is subject  to  copyright  and other  intellectual  property  rights  of IGLU 

TECH UAB, and its  licensors. This material  may not  be modified,  reproduced,  or copied,  in whole  or in 

part, without  the prior  written  permission  of IGLU TECH UAB, and its  licensors. Additional  information  

is available upon request. The following are   trademarks  
 

All other  trademarks  contained  in this  document  are the property  of their  respective  owners  and their  

use herein does not  imply sponsorship  or endorsement  of their  products  or services. The unauthorized 

use of any trademark displayed in this document or on the  product  is strictly  prohibited . 
 

https://iglutech.eu/en/
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ABOUT THIS MANUAL  

 

This manual describes the installation, electrical connection, commissioning and maintenance  of 

the NANUK SE three-phase energy storage  hybrid  inverter. Please first read the manual and 

related documents carefully before using  the product and store it in a place where installation, 

operation and maintenance personnel can access it at  any time. The illustration in this user 

manual is for reference only. This user manual is subject to change  without prior notice. (Specific 

please in kind prevail.)  

 

TARGET GROUP 
 

Nanuk Se three-phase energy storage  hybrid inverters must be installed by professional 

electrical engineers who have obtained  relevant qualifications.  

SCOPE 

This manual is applicable  to  the following  inverters:  

¶ Nanuk SE 5KHB-D3P 

¶ Nanuk SE 6KHB-D3P 

¶ Nanuk SE 8KHB-D3P 

¶ Nanuk SE 10KHB-D3P 
 
 

CONVENTIONS 

The following  safety  instructions  and general  information  are used within  this  user manual. 
 

DANGER: Indicates an imminently hazardous situation which, if not correctly 

followed, will result in serious injury or death . 
 

 

 

WARNING: Indicates  a potentially hazar dous situation which, if not correctly 

followed, will result in serious injury or death.  
 

 

 
 

CAUTION: Indicates a potentially hazardous situation which, if not correctly 

followed, could result in moderate or minor injury . 
 

 

 

NOTICE: Indicates a potentially hazardous situation which, if not correctly followed, 
could result in equipment failure to run, or property damage.  
 

 

 

NOTE: Call attention to important information, best practices and tips: 
supplement  additional safety instructions for your better use of the three -phase 
ESS inverter to reduce the waste of your resources.  
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 1.   Safety  

 

1.1  Symbols Used 
 
 

 

 

DANGER OF HIGH VOLTAGE: Only qualified personnel may perform work  
on the inverter . 

 
 

 

 CAUTION, RISK OF ELECTRIC SHOCK, ENERGY STORAGE TIMED DISCHARGE: 
Residual voltage exists after the inverter is powered off. It takes 5 minutes for 
system to discharge to a safe voltage.  

 

 

DANGER OF HOT SURFACE 

 
 

 

DO NOT DISCONNECT UNDER LOAD, otherwise  there will be a danger of fire.  

 
 

 

ENVIRONMENTAL PROTECTION USE PERIOD 

 
 

 
 
 
 

REFER TO OPERATING INSTRUCTIONS: Indicates  that  users should  refer to  

operating  or installation instructions before  proceeding.  

ELECTRONIC DEVICE: DO NOT THROW AWAY: Epoƭu!ejtqptf!pg!uif!jowfsufs!

with the household waste  

 
GROUNDING TERMINAL  

 
 

  

 

 
 

 
 
 
 
 

Warning 
Before using the  Nanuk SE hybrid  inverter, please read all instructions and cautionary markings 

on the unit and manual. Put the instructions where you can take them easily. The three -phase 

Nanuk SE inverter of IGLU TECH strictly conforms to related safety rules in design and test. 

Local safety regulations shall be followed during installation, operation and maintenance. 

Incorrect operation work may cause injury or death to the operator or a third party and 

damage to the inverter and other properties belonging to the operator or a third party.  
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1.2 Safety Precaution  
 

IGLU TECH products are designed with full consideration of safety. However, all electrical 

appliances can be dangerous if used inappropriately. This can cause a fire or electric shock that 

leads to severe injury or death. For your protection, please read these safety precautions 

thoroughly.  

 

WARNING: Installation, maintenance and connection of inverters must be performed by      

qualified personnel, in compliance with local electrical standards, wiring rules and 

requirements of local power authorities and/or companies.  

WARNING: The temperature of some parts of the inverter may exceed 60 ᴈ during operation . 

Do not touch the inverter during operation to avoid being burnt . 

WARNING: Ensure children are kept away from inverters.  

WARNING: Epoƭu!pqfo!uif!gspou!dpwfs!pg!uif!jowfsufs/!Bqbsu!gspn!qfsgpsnjoh!xpsl!bu!uif!

wiring terminal (as instructed in this manual), touching or changing components without 

authorization may cause injury to people, damage to inverters and annulment of the warranty.  

WARNING: Static electricity may damage electronic components. Appropriate methods must 

be adopted to prevent such damage to the inverter; otherwise,  the inverter may be damaged 

and the warranty annulled.  

WARNING: Ensure the output voltage of the proposed PV array is lower than the maximum 

rated input voltage of the inverter; otherwise,  the inverter may be damaged and the warranty 

annulled. 

WARNING: When exposed to sunlight, the PV array generates dangerous high DC voltage. 

Please operate according to our instructions, or it will result in danger to life.  

WARNING: PV modules should have an IEC61730 class A rating.  

WARNING: If the equipment is used in a manner not specified by the manufacturer, the 

protection provided by the equipment may be impaired.  

WARNING: Completely isolate the inverter before maintaining. Completely isolate the inverter 

should: turn off the PV switch and disconnect the PV terminal, battery terminal, and AC 

terminal.  

WARNING: After the inverter is powered off, the remaining electricity and heat may still cause 

electric shock and body burns. Do not touch parts of inverter for 10 minutes after 

disconnecting  from the power sources.  

WARNING: Prohibit inserting or pulling the AC and DC terminals when the inverter is running.  

WARNING: Epoƭu!dpoofdt NANUK SE inverter in the following ways: The BACKUP Port should 

not be connected to the grid; A single PV panel string should not be connected to two or 

more inverters.  
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Grid 
Inverter  Sensor 

PV 

Normal Load 

Monitoring  
Device 

Cloud  

Battery  Critical  Load 

Nanuk SE Inverter Application  System 

2.   Product Introduction  
2.1 Overview  
 

NANUK SE Hybrid Inverters are high-quality inverters which can convert solar energy to AC energy 

and store energy into battery . 

The inverter can be used to optimize self -consumption, store energy in the battery for future use 

or feed it  joup!qvcmjd!hsje/!Xpsl!npef!efqfoet!po!QW!fofshz!boe!vtfsƭt!qsfgfsfodf/!Ju!dbo!qspwjef!

power for emergency use during the grid lost by using the energy from battery and inverter 

(generated from PV)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Sensor and Normal 
Load are optional  
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2.2. Product Appearance  
 

The External View of Nanuk SE 5/6/8/10KHB -D3P Inverter Battery  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Width (mm)  Height (mm)  Depth (mm)  

560.0 580.0 218.3 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

 1   8  
 2   3   4   5   6   7  

 

The bottom  view of ESS inverter   
 

1. PV Switch  

2. PV Input Terminals 

3. Battery Connection Terminals 

4. COM1 Ports 

(RS485, BMS, DRMs/RCR, CT, 
NTC/DI/DO,  RSD/RMO, PARA) 

5. COM Port (Wi-Fi/LAN)  

6. BACKUP Output  Terminal 

7. Grounding Terminal 

8. GRID Output  Terminal 
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2.3 Model Definition  
 
The letters in the product model have specific information.  (Take 5KHB-D3P as example.) 

 

 

 
 

 

 

 

 

 

 

 

 

 3. Installation                                                                                                                                 

3.1 Packing List 
 
After unpacking, please check the following packing list carefully for any damage or missing parts. If 
any damage or missing parts occur , contact your supplier  or IGLU TECH for support.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

6LIC-E!4!Q 

5K- Power (5000W)  
HB - Hybrid  
D - Double MPPT Trackers  
3 ƪ Phase configuration  
P ƪ Product generation  

A B C D E F G 

H I J K L M N 
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Number Quantity  Description  

A 1 Inverter  

B 1 Mounting bracket  

C 1 File package 

D 3/3  PV connector group (PV+/PV -) 

E 2 Grid/Backup connector group  

F 1/1 Battery connector group (BAT+/BAT -) 

G 1 Meter (Optional)  

H 1 CT pack (3pcs CT + 1pc 6 -Pin terminal)  

I 4 M10 Expansion screw 

J 1 M6 Security screw  

K 1 9-Pin terminal  

L 2 4-Pin terminal  

M 1 Removal tool for PV/BAT connector  

N 1 Removal tool for Grid/Backup connector group  

 
3.2 Selecting the Mounting Location  
 

3.2.1  Installation Environment Requirements  
 

¶ The storage inverter protection class is IP65 and can be mounted indoors or outdoors  

¶ To ensure optimum operation and long service life, the ambient temperature must be below 
50ᴈ. 

¶ Do not install the inverter in a rest area since it will cause noise during operation.  

¶ The inverter carrier must be fire -proof. Do not mount the inverter on flammable building 
materials . 

¶ Ensure that the wall meets the requirements 
of the inverter installation.  

¶ Product label and warning symbols shall be 
clear to read after installation.  

¶ The installation height should be reasonable 
and make sure it is easy to operate and view 
the display.  

¶ Please avoid direct sunlight, rain exposure, 
snow cover.  

 
 
 
 
 
 
 
 
 
 
 

No direct sunlight   No rain exposure  No snow cover 

Direct sunlight  Rain exposure  Snow cover  
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ǘ26¯ 

Upright  Lean back ǘ26¯ Upside-down  Horizontally  

3.2.2 Mounting Requirements  

Mounu!uif!jowfsufs!wfsujdbmmz!ps!ujmufe!cbdlxbse!cz!nby!26¯/!Ofwfs!jotubmm!uif!jowfsufs!jo!the 

wrong  way. Always make the connection area downward.  

 
3.2.3 Installation Space Requirements  

Follow the installation space requirements shown in the figures below to ensure the inverter 

can run normally and easily operate  

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ǚ611 

Above:          500mm  

Below:            600mm  

Front:             1000mm 

Left  side:      350mm 
 
Right side:   350mm 
 Ǚ711 

350mm 350mm 

Installation along the same line for  multiple inverters  
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 Tighten  the 
bolt  with an 
extra  
1-2 turns to  
prevent  dust  

accumulation . 

Install  expansion  screw  
groups. 

M6 Security screw; 3/6Oµn    

M10 

30 Nµm 

 

   

 
 
 
 
 
 
 
 
 

 
 

3.3 Mounting  

Before mounting the inverter, you must  prepare the expansion screws and security screw.  

Step 1. Install the mounting brack et. 

1. Use a level ruler to mark the position of 4 holes on the wall. 

Refer to Figure a. Then drill 4 holes, 12mm in diameter and 

60mm in depth. Refer to Figure b.  

2. Tighten the bolts with an extra 1 -2 turns to prevent dust 

accumulation, then knock the expansion screw groups  into the 

holes with a hammer. Refer to Figure c.   

Note: Do not remove the threaded bolts and gaskets in this step.   
3. Make sure the expansion  tubes are tightened, then unscrew the threaded bolts and gaskets. 

Refer to Figure c  

4. Install and fix the mounting bracket on the wall. Refer to Figure d.     

Step 2. Install the inverter on the mounting bracket. Then lock the inverter with security screw.  

Refer to Figure e, Figure f. 

 

 

 

 

 

 

 

 

 

DC 

Unit: mm 

493.4 

320 

 
 

1
8
0 

 

2
6
5

 

 

 

 

 

Set bracket 
horizontally. Mark the 
holes position on the 
wall  Drill the holes.  
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 4. Electrical Connection 

This chapter shows the detailed electrical connection of the three -phase Nanuk SE inverter.  

     Non-Parallel Connection Wiring Diagram for Whole -House Load 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
NOTE:  

1. BMS communication connection  is only for lithium battery.  

2. About breakers: 

DC breaker  on battery  side Ǚ91B  

BD!csfblfs!po!mpbe!tjef!Ǚ51B  

BD!csfblfs!po!hsje!tjef!Ǚ51B 

The specifications  of main breaker  and normal  load breaker  depend  on household  loads. 
 

 
 
 
 
 
 
 
 

 
 

 

Grid  

Lithium Battery/  
Lead-acid Battery  

PE 

PV Array 

BMS Communication  cable 

Load 
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Non-Parallel Connection Wiring Diagram  
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NOTE: 

1. BMS communication connection  is only for lithium battery.  
2. Meter  is optional.  
3. About breakers:  
ED!csfblfs!po!cbuufsz!tjef!Ǚ91B<  
BD!csfblfs!po!dsjujdbm!mpbe!tjef!Ǚ51B< 
AC breaker  on inverter  side Ǚ51B/  
The specifications  of main breaker  and normal  load breaker  depend  on household loads.  

 

Normal 
Load 

PE 

COM 
L1  
L2 

L3/Positive  
Negative 
N  
PE 

Breaker 

The current  flows  
from  the grid to the 
inverter.  

PV Array Inverter  
Breaker 

 
CT Ratio: 
1000:1(50A) 

CT Connection  

Critical  

Load 

Lithium  Battery/  

Lead-acid Battery  
 or  

L3-CT3 

 
L2-CT2 

Main Grid 
Breaker 

L1-CT1 

 or  
Meter Connection  

ON  CT1+ 3  6  9  10 

1 
PARA 

GND 
CT2+ 
GND 
CT3+ 
GND 

 2 32 5 35 8 38 11 12 

NTC 
GND 
DI 

DO2 

DTSU666 
3*220/380V  

5 (80) A  4P 

BMS  
2425 

13 14 16 17 19 21 24 25 

 
DO1 DRMS 1 4 7  10 

RMO 

RSD 
RS485  Main 

Breaker 
Grid 

COM Port Internal Structure  

1. BMS communication cable  
2. CT communication cable  
3. Meter communication cable  

 

 

P
in

 8
,7

 
P

in
 5

,4
 2

,1
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Power Cables 

Signal Cables 

Breaker 

Normal Load Battery  Critical Load 

Meter 2 

Grid CT/Meter 1 
Breaker 

PV Array 

or 

Three-Phase 

ESS Inverter  

 

 

 

 

 

 

PV Array  

Three-Phase 

Grid-Tied 

PV Inverter  

AC Coupling Connection Wiring Overview  

AC Coupling Connection Wiring Diagram -Scheme 1 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PE 

COM 

L1 
L2 
L3/Positive  
Negative  

N 
PE 
Breaker 

The current  flows  
from  the grid to the 

inverter . 

PV Array 

Inverter  

Breaker 
CT Ratio: 
1000:1(50A) 

 
Critical Load 

             

Normal Load L3-CT3 

L2-CT2 
 

Meter 2 2 32 5 35 8 38 11 12 

DTSU666 Lithium  Battery/  

Lead-acid 
Battery  

L1-CT1 

 

COM Port Internal Structure  
13 14 16 17 19 21 24 25 

 

 

Main 

Breaker 

 

  
PARA 

GND 
CT2+ 
GND 
CT3+ 
GND NTC 

GND 
DI BMS  Grid 

DO1 DRMS 

RMO 

RSD 
RS485  1.BMS communication cable  

2.CT communication cable  
3.Meter communication cable  

PV Array 

Three-Phase 

Grid-Tied 

PV Inverter  

P
in

 2
,1

 
P

in
 5

,4
 2

,1
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AC Coupling Connection Wiring Diagram -Scheme 2 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

Note for Scheme 1 and Scheme 2:  

1. BMS communication connection is only for lithium battery.  

2. Meter 1 is optional.  

3. Bcpvu!csfblfst;!ED!csfblfs!po!cbuufsz!tjef!Ǚ91B<!BD!csfblfs!po!dsjujdbm!mpbe!tjef!Ǚ51B<!BD!

csfblfs!po!jowfsufs!tjef!Ǚ51B/!Uif!tqfdjgjdbujpot!pg!nbjo!csfblfs!boe!opsnbm!mpbe!csfblfs!

depend on household loads.  

4. Ensure that the Grid phase sequence is the same for both the ESS inverter and Grid -Tied PV 

inverter,  and the grid phases between the inverters must be connected correctly.  

5. When connecting the meter, the phase of the meter should be consistent with that of the 

ESS inverter and Grid -Tied PV inverter  

6. Ensure that meter 1 and meter 2 are wired properly and correctly, otherwise unpredictable 

problems  may occur . 

7. If the current flowing through the meter is too high, use CT+meter . 

 
 
 

 

PE 

COM 
L1  

L2 
L3/Positive  
Negative  
N 

PE 
Breaker 

The current  flows  
from  the grid to the 

inverter.  

PV Array 

Inverter  

Breaker 
 Meter 1 

DTSU666 
2 32 5 35 8 38 11 12 

 
Critical Load 

               

Normal Load  

13 14 16 17 19 21 24 25 
 
 

 

 

Meter 2 
DTSU666 

 

 
2 32 5 35 8 38 11 12 

Lithium  Battery/  
Lead-acid 

Battery  
 

Main 
Breaker 

COM Port Internal Structure  
13 14 16 17 19 21 24 25 

 

 

 

 
PARA 

GND 
CT2+ 
GND 
CT3+ 
GND 

NTC 
GND 
DI 

DO2 

Grid 
BMS  

DO1 DRMS 

RMO 

RSD 
RS485  

1.BMS communication cable 

2.CT communication cable 
3.Meter  communication cable 

PV Array 

Three-Phase 

Grid-Tied 

PV Inverter  

P
in

 5
,4

 2
,1

 
P

in
 8

,7
 2

,1
 

1 
 2

 

8
 7
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Parallel Connection Wiring Diagram -Scheme A (N=2)  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PE 

PV Array 

Inverter No. 1! 

PE 

PV Array 

Lithium Battery/ 
Lead-acid Battery  

Lithium Battery/ 
Lead-acid Battery  

Critical 
Load 

Nominal 
Load 

The current 
flows from the 
grid to the 
inverter  

COM 
L1 
L2 
L3/Positive  
Negative  
N 
PE 
Breaker 

L1-CT1 

L2-CT2 

L3-CT3 

Main 
Breaker  

Main 
Breaker  

Grid 

Grid 

CT Connection  

Meter Connection 
(Optional)  

CT Ratio: 
1000:1 (50A) 

DTSU666 
3*220/380V  
5 (80) A 4P  

Inverter No. 2 

Uvso!uijt!txjudi!up!ƯPOư 

PARA 

NTC 
GND 
DI 

DO2 

ON 
 
1 

CT1+ 
GND 
CT2+ 
GND 
CT3+ 
GND 

BMS 

P
IN

 5
, 
4

  
2

,1 

OR 

            1       4      7      10 

            3       6     9     10 

2425 

8
 7

 

1.Parallel communication connection  

2.CT/Meter  communication connection  
3.BMS communication connection  
* CT/ Meter com munication cable can be connected to any inverter of the 
parallel system and this inverter will be inverter No.1.  

Uvso!uijt!txjudi!up!ƯPOư 

Uvso!uijt!txjudi!up!ƯPOư 

CT  

Meter  

PARA 

PARA 

NTC 
GND 
DI 

NTC 
GND 
DI 

DO2 

DO1 

DO2 

DO1 

RMO 
 
RSD 

RMO 
 
RSD 

CT1+ 
GND 
CT2+ 
GND 
CT3+ 
GND 

CT1+ 
GND 
CT2+ 
GND 
CT3+ 
GND 

P
IN

 5
, 
4

  
2

,1
 

P
IN

 5
, 
4

  
2

,1 

BMS  

DRMS  

RS485  

BMS  

DRMS  

RS485  

P
IN

 8
,7

 

ON 
 
1 

ON 
 
1 
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Note for Scheme A: 

1.BMS communication connection is only for lithium battery.  

2. Meter is optional.  

3. With parallel connection mode, it is necessary to connect APP to one of inverters and then 

go to Console  > Hybrid Setting  > Other  > Parallel mode page to enable Parallel mode on APP. 

For more information, p lease refer to manual ƯNanuk SE Energy Storage Hybrid Inverter 

Bqqmjdbujpo!Hvjefư 

4. About breakers:  

ED!csfblfs!po!cbuufsz!tjef!Ǚ91B 

BD!csfblfs!po!dsjujdbm!mpbe!tjef!Ǚ51B! 

BD!csfblfs!po!jowfsufs!tjef!Ǚ51B 

The specifications of main breaker and normal load breaker depend on household loads.  

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

. 
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Parallel Connection Wiring Diagram -Tdifnf!C!)3=Oǘ:* 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

COM 
L1 
L2 
L3/Positive  
Negative  
N 
PE 
Breaker 

PE 

Lith ium Battery/  
Lead-acid Battery  

PV Array 

Inverter No.N 

Inverter No.2 

Inverter No.1 

PV Array 

PV Array 

Lithium  Battery/  
Lead-acid Battery  

Lithium  Battery/  
Lead-acid Battery  

PE 

PE 

Normal Load  

Critical Load  

Grid  

1.Parallel communication connection  

2.CT/Meter  communication connection  
3.BMS communication connection  
*Meter communication cable can be connected to any inverter of the parallel 
system and this inverter will be inverter No.1.  

Main 
breaker  

L1-CT1 
L2-CT2 
L3-CT3 

The current flows from 
the grid to the inverter.  

DTSU666 
3*230/400V  
1.5 (6) A 
100:1 4P 

CT1 

CT2 

CT3 

Uvso!uijt!txjudi!up!ƯPOư 

CT1+ 
GND 
CT2+ 
GND 
CT3+ 
GND 

PARA 

NTC 
GND 
DI 

DO2 

BMS  

P
IN

 5
, 
4

  
2

,1
 

Uvso!uijt!txjudi!up!Ư1ư 

ON 
 
1 

ON 
 
1 

ON 
 
1 

            1       4      7      10 

            3       6      9      10 

8
 7

 

PARA 

NTC 
GND 
DI 

DO2 

CT1+ 
GND 
CT2+ 
GND 
CT3+ 
GND 

P
IN

 5
, 
4

  
2

,1 

BMS  

Uvso!uijt!txjudi!up!ƯPOư 

CT1+ 
GND 
CT2+ 
GND 
CT3+ 
GND 

BMS  

P
IN

 5
, 
4

  
2

,1 

DRMS 

RS485 

P
IN

 8
,7

  

PARA 

NTC 
GND 
DI 

DO2 

DO1 

RMO 

RSD 
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The bottom view Grounding  

Terminal 

Note for Scheme B: 

1. BMS communication connection  is only for lithium battery.  

2.It is necessary to  turn  the matched  resistance  switch  of inverter  No.1 and inverter  No.N to  ƯPOư 

and turn  others  up!Ư2ư!jo!qbsbmmfm!dpnnection mode.  

3.With  parallel  connection  mode, it  is necessary to  connect  APP to one of inverters  and then  go to  

Console  > Hybrid Setting > Other  >Parallel mode page to enable Parallel mode on APP. For more 

information, p lease refer to manual ƯObovl!TF!Fofshz!Tupsbhf!Izcsje!Jowfsufs!Bqqmjdbujpo!Hvjefư 

4.About breakers: 

DC breaker on battery side Ǚ91B 

AC breaker  on critical  load side Ǚ51B  

BD!csfblfs!po!jowfsufs!tjef!Ǚ51B 

The specifications  of main breaker  and normal  load breaker  depend  on household  loads. 

 

 

 

 

 

 

4.1 Grounding 

A protective earth (PE) terminal is equipped at the side of the inverter. Please be sure to 

connect  this  PE terminal  to  the  PE bar for  reliable  grounding.  AWG 10 green-yellow wires are 

recommended.  

 

 

 

 

 

 

 

 

 

 

 

 

 

risk. 

 

 

. 
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Cable Gland 
Threaded Sleeve Connection Terminal 

Grid/Backup  Connector  Structure  

4.2 Grid/Backup Connection  

This section explains the requirements and procedures of Grid/Backup connection. Read 

carefully before connecting.  

 

  Grid/Backup connection please refer to below:  

  Step 1: Assemble the AC connector  

 

 

] 
 

 

 

It is recommended to  use outdoor  dedicated cables  with multiple  copper cores . 

L1 D (Diameter):  18 ~ 24mm 
 

D L 
S (Cross -sectional  area): Ǚ6nn±  

M!)Mfohui*;!27°2nn 

1 
 Wire striping.  

S L1: 71°3nn 

 

 

Disassemble the Grid/Backup  
connector before connection  
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2  Wire threading and crimping.  

 

 
Tighten  five screws  

    )3/1°1/2Oµn* 

 

 

 

 
 

 

 
 
 

3 
 4  5  

 
 

Step 2: Connect  the AC connector.  

An AC breaker  (Ǚ51Bxshould  be installed  between  inverter  and the Grid/Backup.  

a. Before connecting the  AC cable from inverter to  AC breaker, you should  

confirm the  AC breaker is working normally. Turn off the AC breaker and keep 

the status.  

b. Connect the PE conductor to grounding electrode and  connect the N and L 

conductors to  AC breaker.  

c. Connect  the AC breakers  to  the Grid/Backup . 

 

 

 

 

 

 
¶ Multiple inverters are not allowed to share a circuit breaker .  

¶ Load is not allowed to connect between the grid and the AC breaker  

Tighten nut to avoid  
loosening 

Insert the connector into 
the GRID/BACKUP po rt  

Please use standard four -sided tubular terminal crimping pliers.  
The recommended  crimping pliers brands are as follows: GeeLii, ELECALL, SATA  
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4.3 Battery Connection  

This part  in this  manual only describes  the battery  connection  on inverter  side. If you need more 

detailed  connection  information  about  the battery  side, please refer  to  the manual of the battery 

you are using. 

Nanuk SE Three-phase ESS inverter  now only supports  the lithium  /  lead-acid battery.  The 
recommended  lithium  battery  brands  are as follows:  IGLU TECH, Weco, Pylon tech, UZ energy series. 

Before  connecting  to  battery,  please install  a separate  DC breaker  between  inverter  and battery. 

This ensures the inverter can be securely disconnected during maintenance . 

 

       

1  

 
 
 

 
 

 
 
 

 
          

 

  
 

 

 
 

 

 2   3  

 

 

 

 

 

 

 

 

 
Battery Communication Connection  

If the battery  type  is lithium  battery  which  needs communication  between  the inverter  and 

battery management system (BMS), the  connection must be installed. Please refer to section  

4.6.1 for details  

 
 

 

¶ Reverse polarity will damage the inverter!  

¶ Be careful of electric shock and chemical hazards!  

¶ To reduce risk of injury, please use the suitable recommended cable size.  

Cross-sectional area of the battery cable: 9 21nn± (recommended).  
Length of the battery cable should be less than or equal to 3m.  

This product is not equipped  
with DC breakers  

Warning!  
Reverse polarity will damage the inverter  

DC Breaker 80A  

Positive Connector  

Negative Connector  

Click  

Click  

8mm 

8mm 
Diameter  
5.5~7.5m
m 

Tighten the connector  

Pay attention to 
the difference 
between the 
battery terminal 
and the PV 
terminal to avoid 
confusion.  
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4mm 

Diameter 
4~6mm 

4mm 

Note: DC cable should  be dedicated  PV cable (suggest  using  5 7nn± PV1-F cable). 
 
1   

Positive Connector  
Click 

 
  

 

Negative Connector  

 

 
 

 
Pay attention  to  the  
difference  between  
the PV terminal  and 
the battery  terminal  
to  avoid confusion.  

 

Tighten  the connector . 

4.4 PV Connection  

This section explains the requirements and procedures of PV connection. Read carefully before 

connecting.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

¶ Before connecting the PV panels, make sure the plug connector have the correct polarity. 
Incorrect polarity could  permanently damage the inverter.  

¶ QW!bssbz!tipvmeoƭu!cf!dpoofdufe!up!uif!hspvoejoh!dpoevdups/ 

¶ Uif!njojnvn!jotvmbujpo!sftjtubodf!up!hspvoe!pg!uif!QW!qbofmt!nvtu!fydffe!44/4lƑ-!uifsf!jt!b!
risk of shock hazard if the requirement of minimum resistance is not met.  

 

Please check polarity of PV connectors!  If polarity reversed, do not try to disconnect any PV 
connector until the irradiance declines and the DC currents fall below 0.5A! Only then disconnect  
the PV plugs and correct the polarity before reconnecting.  

Test string voltage 
and confirm polarity . 

Ensure that the PV 
switch is OFF.  2 3 

Insert the positive and negative 
connectors into the PV+/PV - ports 
voujm!b!Ưdmjdlư!tpvoe is heard 4 
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4.5 CT/Meter Connection (Direct connect)  

A CT/Meter is  applied to monitor electricity usage  of all loads. CT is provided by default  

 

4.5.1 CT Connection  

Before  connecting  to  Grid, please install  a separate  AC breaker  )Ǚ51B< not  equipped)  between  

CT and Grid. This ensures the inverter  can be securely  disconnected  during  maintenance.  The 

connection  diagram of power  cable of CT is as shown  in the figure  below: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The arrow  on the  CT indicates  that  the  current  flows  from the grid  to  the  inverter.  When 

connecting  CT, lead the live line through the detection hole of CT and pay attention to the 

direction of the CT arrow.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The current  flows  from 
the grid to the inverter.  

 
Normal Load 

L1-CT1 
 

 
L2-CT2 

Grid 

    L3-CT3 

1000:1(50A) 
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4.5.2 Meter Connection  

This section is applicable to non -parallel connection mode only.  Nanuk SE inverter supports the 

meter CHINT-DTSU666 by default.  

 

 

 

 

 

 

 

 

 

 

 
Cfgpsf!dpoofdujoh!up!Hsje-!qmfbtf!jotubmm!b!tfqbsbuf!BD!csfblfs!)Ǚ51B<!opu!frvjqqfe*!cfuxffo!meter 
and Grid. This ensures the inverter can be securely disconnected during maintenance. The 
connection diagram of power cable of meter is as shown in the figure below : 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PE 

 
 

 
 

Inverter side  Grid side 

Grid Load 

1
0

  

1
0

  

3
  

  
 6

  
  

 9
  

  
1

0 

1
  
  

 4
  

  
 7

  
  

1
0 

DTSU666 

3   
6   

9   

1
  

4   

7   

 

 

 

1
3

 1
4

 1
6
 1

7
 1

9
 2

1
 2

4
 2

5
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4.6 Communication Connection  

The interfaces  of the communication  port  on the  bottom  of the inverter  are as below:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Interface  Descriptions  

CT 6-Pin interface for grid/load current sensor. 

BMS Lithium battery communication interface  

DRMS Demand response mode for Australia application  

RS485 RS485 communication (Monitoring/Meter)  

 
PARA 

4-Pin interface for parallel communication  

A matched resistance switch for parallel communication  

 
9-Pin 

NTC Temperature sensor terminal of lead -acid battery  

DRY DI/DO  control  

RSD/RMO RSD control power  and remote off  

COM For WIFI/LAN  communication.  

 

4.6.1 BMS Connection (Only for Li thium Battery)  
 

RJ45 Terminal Configuration of Battery Communication at Inverter Side  

 

 
 

 

 

 

 

 

 

 

ON 

1 
PARA 

CT1+ 
GND 
CT2+ 
GND 
CT3+ 
GND 

NTC 
GND 
DI BMS 

DO2 

DO1 DRMS 

RMO 

RSD 
RS485 
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Standard RJ45 Pinout  

 

 

 

 

 

 

 

 

 

 

 

Always  face the flat  side of the terminal,  and count  the pin slots  from  left  to  right,  which  

correspond  to  1 to  8. Read the pin definitions  of both  the battery  and inverter  carefully. 

 

Pin definition of terminal  

 

INVERTER:                                                                            BATTERY: 

                                                                     

                                                                                        

 

  

 

 

 

CAN BUS connection principle:  

 

 

 

 
                                                        

 

                                                      

 

 

 

 

 

 

 

 

 

RJ45 Pin Configuration  
Pin Color 

1 White-Orange 
2 Orange 
3 White -Green 
4 Blue 
5 White -Blue 
6 Green 
7 White -Brown  
8 Brown  

Batteryˢexample) 

Pin Definition  

1 NC 

2 NC 

3 GND_S 

4 CAN_H 

5 CAN_L 

6 GND_S 

7 NC 

8 NC 

Inverter  

Pin Definition  

1 RS485_ A 

2 RS485_B 

3 GND 

4 CAN_H 

5 CAN_L 

6 / 

7 / 

8 / 

 

 
 

 

Bo!fybnqmf!pg!uif!cbuufszƭt!qjo! 
configuration is as follows:  

CAN_H CAN_H 

CAN_L CAN_L 

To 

To 

INVERTER BATTERY 
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BMS communication cable prepare  

1.Prepare RJ45 terminals and strip appropriate  length of COM cables.  

2.According to pin definitions and cable order, assemble the RJ4 5 terminals and crimp 
communication wires. There are two methods to assemble the RJ45 terminals.  

3. Then label the RJ45 terminals (BAT or INV) to avoid confusion.  

4. After finishing wire -making, use a multimeter or other specific tool to determine if your cable is 
good, bad, or wired incorrectly.  

 

Method 1: Use the INVERTER RJ45 pinout as the standard pinout to crimp wires, then 

the battery side  will be a non -standard one (special pinout). Cut off the other no -used 

wires (1/2/3/6/7/8) for the battery  RJ45 terminal.  

 

 

 

 

 

 

 

 

 

 
Method 2: Use the BATTERY RJ45 pinout as the standard pinout to crimp wires, then 

the inverter  side will be a non -standard one (special pinout). Cut off the other no -used 

wires (1/2/3/6/7/8) for the inverter  RJ45 terminal.  

 

 

 

 

 

 

 

 

 

BMS communication cable connection  

 
 

 
1 

 2 
 
 

 
3 

 
 
 
 

 

     
 

 

 

 

4
 5 4

 5 

4
 5

 

1
 2

 3
 4

 5
 6

 7
 8

 Standard  RJ45 pinout  

Label 

INVERTER 

 

4
 5 4

 5 

4
 5

 
4
 5

 

1
 2

 3
 4

 5
 6

 7
 8

 

Special pinout  

Label 

INVERTER 

 
 

 

BATTERY 

Special pinout  

Label 

Standard  RJ45 pinout  

Label 

BATTERY 

1. Unscrew the waterproof cover.  
2. Loosen the nut on waterproof cover.  
3. Remove sealing plugs. a 
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BMS Nut Threaded  Waterproof  
cable sleeve cover  

RJ45 RJ45 

terminal  terminal  

Inverter  
side 

Lithium Battery  Seal 

 
  

 

 
 

 

 

  

 
 
 
 
 
 
 
 

 
4 5 

  
1 2 3 4 5 6 7 8 1 2 3 4 5 6 7 8 

 
 
 
 

 

 

 

  

 
1 

INV 3 
2 

 
 
 
 
 
 
 
 
 
 
 

 

 

 
 

 

 

 

 

 

 

 

1. Insert the RJ45 terminal into the corresponding port.  
2. Screw the waterproof cover back to inverter firmly with 4x M4 screws (1.2N µn*/ 
3. Install the seal into the threaded sleeve, fasten the nut.  c 

b Lead the BMS cable through the nut, seal and waterproof cover in turn.  

 

Pres the cable in 
the  seal via the 
side incisions.  

Epoƭu!dvu!pgg!
any cables. 

BMS cable 

Seal 

LITHIUM BATTERY INVERTER 

BMS communication 
cable 

PIN 4 5  PIN 4 5  

BAT INV 
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4.6.2 DRMs Connection  

DRMs is a shortened  form  for  Ưjowfsufs demand  response  npeftư/ It is a compulsory  requirement  
for inverters  in Australia.  

Note : With DRMs connection, it is necessary to connect APP to inverter and then go to Console  > 
Other Setting  page to enable DRM function  on APP. For more information, please refer to manual 
ƯObovl!TF!Fofshz!Tupsbhf!Izcsje!Jowfsufs!Bqqmjdbujpo!Hvjefư 

 

RJ45 Terminal Configuration of DRMs  

                            Pin 12345678 

 

                                                                DRMs 

 

PIN 1 2 3 4 5 6 7 8 

Function  
Description  

DRMs
1/5 

DRMs
2/6  

DRMs
3/7  

DRMs
4/8  

REF GND / / 

 
 

Refer to the following steps:  
 

 

 
1 

 
 
 
 
 

 
2 

 
3 

 
 
 
 
 
 

 

 
 

 
 
 
 
 
 
 
 

 

1 2 

 
 

 

3 
 
 
 
 
 

 

 
 

c 
 

 

 

 
  

1. Unscrew the waterproof cover.  
2. Loosen the nut on waterproof cover.  
3. Remove sealing plugs. 

1. Insert the RJ45 terminal into the corresponding port.  
2. Screw the waterproof cover back to inverter firmly with 
4x M4 screws (1.2Nµn*/ 
3. Install the seal into the threaded sleeve, fasten the nut.  

Make te RJ45 terminal according to above function description of each Pin definition.  
Lead the DRMs/RCR cable through the nut, seal and waterproof cover turn in.  
 

DRMs/RCR 
cable  

DRMs Control 
Module  

 

Nut 

Seal 

Threaded 
sleeve 

Waterproof  
cover  

RJ45 
terminal  

Inverter side  

Seal 

DRMs cable 

Pres the cable in 
the seal via the 
side incisions.  

Epoƭu!dvu!pgg!
any cables. 
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4.6.3 RS485 Communication (Mon itoring/Meter Connection)  
 
RJ45 Terminal Configuration of Monitoring/Meter Communication  

 

 

 

PIN 1 2 3 4 5 6 7 8 

Function 

Description  
RS485_A RS485_B / / /  /  RS485_A RS485_B 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Inverter  Meter1 

Pin7(RS485_A ) Pin24 

Pin8(RS485_B ) Pin25 

Inverter  Monitoring/Meter2  

Pin1(RS485_A ) RS485_A 

Pin2(RS485_B ) RS485_B 

Pin 12345678 

Meter  cable connection  overview 

Pin7 

Pin8 

 

2
4
  

 
 
 
2
5

 



UAB IGLU TECH I  Naturally Easy Energy I  h t t p s : / / I g l u t e c h . e u / e n /   I  Tel: +370 655 53277  
 

`  

33 

 

 

4.6.4 CT Connection  
 

CT cable connection overview  

CT1 CT2 CT3 

 

 

 

 

 

 

Pin1,2,3,4,5,6 Inverter  CT 

Pin1(GND) Black 

Pin2(CT3+)  White  

Pin3(GND) Black 

Pin4(CT2+)  White  

Pin5(GND) Black 

Pin6(CT1+) White  

 

Connect  meter. Refer to the following  steps: 

Nut 

Meter  cable 
RJ45 
terminal  

Meter  

Inverter  
side 

Seal 

Meter  
cable 

Seal 

c 

 

 

 

3 

2 

1 

L1 

a 

L2 

L3 

b 

1. Unscrew the waterproof cover.  
2. Loosen the nut on waterproof cover.  
3. Remove sealing plugs. 

1. Insert the RJ45 terminal into the corresponding port.  
2. Screw the waterproof cover back to inverter firmly with 
4x M4 screws (1.2Nµn*/ 
3. Install the seal into the threaded sleeve, fasten the nut.  

Make te RJ45 terminal according to above function description of each Pin definition.  
Lead the DRMs/RCR cable through the nut, seal and waterproof cover turn in.  
 

Threaded  
sleeve 

Waterproof  
cover  

Pres the cable in 
the seal via the 
side incisions.  

Epoƭu!dvu!pgg!
any cables. 
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4.6.5 Parallel Communication Connection 

Pin Terminal Configuration of parallel Communication  

 

 

 

                                                    

 

 

 

 

 

 

PIN 1 2 3 4 

Function  
Description  

 
GND_S 

 
PARA_SYNC 

 
CAN_L 

 
CAN_H 

Connect  CT. Refer to  the following  steps: 

1 
1 

2 

3  
 

 

CT cable 

6-Pin 
terminal  

Inverter  
side 

CT 
Seal 

CT 
cable 

Seal 

Waterproof cover  

Make the  6-Pin terminal according to above function description of each Pin definition.  
Lead the CT cable through  the nut, seal and waterproof cover in turn.  
 

Nut 

Threaded  
Sleeve 

Pres the cable in 
the seal via the 
side incisions.  

1. Unscrew the waterproof cover.  
2. Loosen the nut on waterproof cover.  
3. Remove sealing plugs. 

1. Insert the RJ45 terminal into the corresponding port.  
2. Screw the waterproof cover back to inverter firmly with 
4x M4 screws (1.2Nµn*/ 
3. Install the seal into the threaded sleeve, fasten the nut.  C 

Epoƭu!dvu!pgg!
any cables. 
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Parallel communication cable connection overview  

 

           Inverter No.1                                   Inverter No.2                 Ƶ                Inverter No.3  

 

 

 

 

 

 

 

 

 

 

 

 

 

 
It is nec essary to turn the matched resistance switch of inverter No.1and inverter No.N to 

ƯPOư!boe turn the matched resistance switch of  puifst!up!Ư2ư!jo!qbsbmmfm!dpoofdujpo!npef. 

 

No. 1 Inverter  No. 2 Inverter  No. N Inverter 

Pin4(CAN_H)  Pin4(CAN_H)  Pin4(CAN_H)  

Pin3(CAN_L)  Pin3(CAN_L)  Pin3(CAN_L)  

Pin2(PARA_SYNC) Pin2(PARA_SYNC) Pin2(PARA_SYNC) 

Pin1(GND_S) Pin1(GND_S) Pin1(GND_S) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Turn this  switch  to ƯPOư/ Turn this  switch  to Ư2ư/ Turn this  switch  to ƯPOư/ 

ON CT1+ 

1 
GND 
CT2+ 
GND 
CT3+ 
GND 

ON CT1+ 

1 
GND 
CT2+ 
GND 
CT3+ 
GND 

ON CT1+ 1 

PARA PARA PARA 

GND 
CT2+ 
GND 
CT3+ 
GND 

NTC 
GND 
DI BMS 

DO2 

NTC 
GND 
DI 

DO2 

BMS 

NTC 
GND 
DI 

DO2 

BMS 

DO1 DRMS DO1 DRMS DO1 DRMS 

RMO 

RSD 
RS485 

RMO 

RSD 
RS485 

RMO 

RSD 
RS485 
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Refer to the following steps:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1 
1 

2 

3 
2 

3 

Parallel commu -
nication  cable  

4-Pin 
terminal  

Inverter  
side 

Parallel commu -
nication  cable  

Seal 

Seal 

Waterproof cover  

1. Unscrew the waterproof cover.  
2. Loosen the nut on waterproof cover.  
3. Remove sealing plugs. 

1. Insert the 4-Pin terminal into the corresponding port.  
2. Screw the waterproof cover back to inverter firmly with 
4x M4 screws (1.2Nµn*/ 
3. Install the seal into the threaded sleeve, fasten the nut.  C 

Make the 4 -Pin terminal according to above function description of each Pin definition.  
Lead the Parallel communication cable through the nut, seal and waterproof cover in turn.  
 

Another 
inverter side  

Nut 
Threaded  
sleeve 

Pres the cable in 
the seal via the 
side incisions.  

Epoƭu!dvu!pgg!
any cables. 
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4.6.6 NTC/DI/DO Connection(s)  
 

9-Pin Terminal Configuration of Auxiliary Communication  

 

 
Pin 123456789 

 
                                                                                    
 
 

 

 

 

 

 

 

 

 

Refer to the following steps:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PIN Function  Description  

1 NO (Normal Open)  

2 COM 

3 NC (Normal Close) 

4 NO (Normal Open)  

5 COM 

6 NC (Normal Close) 

7 DI 

8 GND S 

9 NTC BAT+ 
 

Make the 9 -Pin terminal according to above function description of each Pin definition for the auxiliary port 
you want to use.  
Lead the NTC/DI/DO cable(s) through the nut, seal and waterproof cover in turn.  

 

NTC/DI/DO  

cable(s)  

9-Pin 
terminal  

Inverter  
side 

Seal 

NTC/DI/DO  
cable(s)  

Seal 

1.Unscrew the waterproof cover.  
2. Loosen the nut on waterproof cover.  
3. Remove sealing plugs.  

3 

2 

 

NTC/DI/DO  

Control Module(s)  

Threaded  
sleeve 

Waterproof 
cover  

Pres the cable in 
the seal via the 
side incisions.  

Nut 

Epoƭu!dvu!pgg!
any cables. 
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1 

 
 
 

 
Pin 
9 

 
 
 

 
Function 

NTC 

DI 

 

 
DO 

   8 
   7 

1   6 
5 

   4 

 2  3 
2 

   1 

 
3 

   

    

    

c 
 

 

4.6.7 RSD/RMO Connection(s)  
 
4-Pin Terminal Configuration  of RSD/RMO Communication  

 

PIN 1 2 3 4 

Function  
Description  

+12V GND GND REMOTE OFF 

1.Insert the 9-Pin terminal into the correspon ding port.  
2.Screw the waterproof cover back to inverter firmly with 4 x M 5!tdsfxt!)2/3Oµn* 
3.Install the seal into the threaded sleeve, fasten the nut.  
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         Refer to the following steps:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

1 

2 

2 

3 

1 
3 

RSD/RMO 
communication  
cable 

Nut 4-Pin 
terminal  

Another  
inverter  side 

Inverter  
side 

Seal 

RSD/RMO 
cable 

Seal 

1. Unscrew the waterproof cover.  
2. Loosen the nut on waterproof cover.  
3. Remove sealing plugs.  

C 

1.Insert the 4-Pin terminal into the corresponding port.  
2.Screw the waterproof cover back to inverter firmly with 4 x M4 
tdsfxt!)2/3Oµn* 
3.Install the seal into the threaded sleeve, fasten the nut.  

Make the 4-Pin terminal according to above function description of each Pin definition  
Lead the RSD/RMO cable  through the nut, seal and waterproof cover in turn.  

 

Epoƭu!dvu!pgg!
any cables. 

Threaded  
sleeve 

Waterproof 
cover  

Pres the cable in 
the seal via the 
side incisions.  
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3 

1 

2 

is the sequence  of PV energy transmission . 

BACKUP 

5. System Operation 
5.1 Inverter Working Mode  
 
The Nanuk SE hybrid inverter supports several different working modes . 
 

5.1.1 Self-consumption Mode  

Go to Console > Hybrid Setting  > Work mode  page, and select Self-consumption mode .. For more 

information, please refer to manual ƯObovl!TF!Fofshz!Tupsbhf!Izcsje!Jowfsufs!Bqqmjdbujpo!Hvjefư 

Under Self-consumption mode, the priority of PV energy consumption will be Load >Battery > Grid, that 

means the energy produced by PV gives priority to powering local loads, the excess energy is used to 

charge the battery and the remaining energy is fed into the grid.  This is the default mode to increase self -

consumption rate. There are several situations of Self -consumption working mode based on PV energy.  

 

a) Wealthy PV Energy 
 

When PV energy is wealthy, the PV energy will be first consumed by loads, the excess energy will be used 

to charge the battery and then the remaining energy will be fed into the grid.  

 

 

 

 

 

 

 

1  2    3  
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2 

1 

BACKUP 

 

b)  Limited PV power  

 

When the PV energy is not enough to cover all consumption, the PV energy will be entirely used by loads, 

and the insufficient part will be supplied by battery. Then still insufficient parts will be supplied by grid.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

c)  No PV Input 
 

The inverter will first discharge the battery energy for home load consuming when no PV input (such as in 

the evening or some cloudy or rainy days). If the demand is not met, the loads will consume grid energy.  

 

 

AC Coupling Connection  

With AC coupling connection, PV energy generated by grid -tied PV inverters should be used  to optimize 

self-consumption first, excess energy will be used to charge the batteries. If the battery is already full, 

excess energy could be fed into the grid. Loads are supported in priority by the grid -tied system, then by 

1 3 

2 

is the sequence  of load consumption . 

BACKUP 

2    3  1  

is the sequence  of load consumption . 1    2  
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1 
Three-Phase 

Grid-Tied 

PV Inverter  

Meter  2 
3 6 9 10 

 
 

CT or Meter  1 
3 

1 4 7 10 

1 

2 

is the sequence  of load consumption . 

Three-Phase 

Grid-Tied 

PV Inverter  

Meter  2 
3 6 9 10 

 

 

CT or Meter  1 
3 

1 4 7 10 

1 

2 

is the sequence  of PV energy transmission.  

the battery power, then by the grid. The following illustrates the general distribution of PV energy.  

 

a) Wealthy PV Energy 

 

When PV energy is wealthy, the PV energy will be first consumed by loads, the excess energy will be used 

to charge the battery and then the remaining energy will be fed into the grid . 

b) Limited PV Energy  

 

When the PV energy is not enough to cover all consumption, the PV energy will be entirely used by loads, 

and the insufficient part will be supplied by battery. Then still insufficient parts will be supplied by grid.  

 

 

 

 

 

 

2    3  1  

BACKUP 

BACKUP 

2    3  1  
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Three-Phase 

Grid-Tied 

PV Inverter  

Meter  2 
3 6 9 10 

 

 

CT or Meter  1 
2 

1 4 7 10 

1 

is the sequence  of load consumption.  

c) No PV Input 
 
The inverter will first discharge the battery energy for home load consuming when no PV input (such  as in the 
evening or some cloudy or rainy days). If the demand is not met, the loads will consume grid energy.  

 

 

5.1.2 Feed-in Priority Mode  
 

Go to Console > Hybrid Setting  > Work mode  page and select Feed-in priority mode . For more information, 
please refer to manual ƯObovl!TF!Fofshz!Tupsbhf!Izcsje!Jowfsufs!Bqqmjdbujpo!Hvjefư 
Under this mode, the priority of PV energy consumption will be Load > Grid > Battery, that means the energy 
produced by PV gives priority to powering local loads, the excess energy is fed into the grid, and the remaining 
energy is used to charge the battery.  

 

a) Wealthy PV Energy 
 

When PV energy is wealthy, the PV energy will be consumed by loads. If there is excess PV power, the power 
will be fed into grid. If there is still PV energy left after load consuming and grid feeding, then the remaining PV 
power will be used to charge the battery.  

 

 

 

 

 

 

 

 

 

 

2 

3 1 

is the sequence  of PV energy transmission . 

BACKUP 

BACKUP 

1     2  

2    3  1  
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1 

2 

is the sequence of grid  fed-in energy. 

BACKUP 

P BAT ˻ P Load 

P BAT Ǚ P Load 

BACKUP 

BACKUP 

b) Limited PV Energy  
 

When PV energy is limited and cannot  meet the feed -in grid power, the battery will discharge to meet it.  

 

c)  No PV Input 
 

The inverter will first discharge the battery energy for home load consuming when no PV input (such as in the 
evening or some cloudy or rainy days). If the demand is not met, the loads will consume the grid energy.  

 

1     2  
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3 

1 2 

is the sequence  of PV energy transmission . 

BACKUP 

5.1.3 Back-up Mode  
 

Go to Console > Hybrid Setting  > Work mode  page and select Back-up mode . For more information, please 
refer to manual ƯObovl!TF!Fofshz!Tupsbhf!Izcsje!Jowfsufs!Bqqmjdbujpo!Hvjefư 
Under this mode, the priority of PV energy consumption will be Battery > Load > Grid.  This mode aims at 
charging the battery quickly, and at the same time, you can choose whether to allow AC to charge the battery.  

Forbid AC charging  

In this mode, the battery can be charged only with PV power, and the charging power varies with PV power.  

 

a) Wealthy PV power 
 

When PV energy is wealthy, PV charges the battery first, then meets the load, and the rest is fed into the grid.  
 

 

b)  Limited PV power  
 

When PV energy is limited, PV gives priority to charging the battery, and the grid directly meet the load 
demand. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

BACKUP 

2    3  1  
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3 

1 2 

is the sequence  of PV energy transmission.  

BACKUP 

BACKUP 

 

Allow AC charging  

 

In this situation, the battery can be charged both with PV and AC.  

 

a) Wealthy PV Power 
 

When PV energy is wealthy, PV charges the battery first, then meets the load, and the rest is fed into the grid.  

 

 

b)  Limited PV power  
 

When the PV energy is not enough to charge the battery, the grid energy will charge the battery as 
supplement. Meanwhile, the grid energy is consumed by loads.  

 

 

 

 

 

2    3  1  
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2 1 

is the sequence  of PV energy transmission . 

BACKUP 

5.1.4 Forced Charge/Discharge Function  
 

According to the demands of application, the user can set the inverter to work on forced charge/discharge 
the battery in any working mode.  Please go to Console > Hybrid Setting  > Work mode  to enable Time-based 
Control on APP. For more information, please refer to manual ƯObovl!TF!Fofshz!Tupsbhf!Izcsje!Jowfsufs!
Bqqmjdbujpo!Hvjefư 

There are three time periods in which you can set this function. Outside of the set periods, the inverter returns 
to its original working mode. The forced charge/discharge function has the highest priority. For setting details , 
refer to Work mode in Console section.  

The relationship between the forced charge/discharge function and working mode shown as below.  
 

 

 

 

M : Self Use Mode/Feed -in Priority Mode/Back -up Mode  

T1: Time period 1 for forced charge/discharge parameter setting  
T2: Time period 2 for forced charge/discharge parameter setting  
T3: Time period 3 for forced charge/discharge parameter setting T1, T2, and T3 priority to M.  

  

5.1.5 Off Grid Mode 
 
When the  power  grid is cut  off, the system  automatically  switches  to Off  Grid mode. Under off -grid mode, only 
critical loads are supplied to ensure that important loads continue to work without power failure. Under this  
mode, the inverter  dboƭu work without  the battery.  
 

a) Wealthy PV power 
 

When PV energy is wealthy, the PV power will be first consumed by critical load, then charge the battery.  

 

 

 

 

 

 

M   T1 M T2  M T3 M 0h 24h 

1     2  
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1 

2 

is the sequence  of BACKUP load consumption . 

BACKUP 

b)  Limited PV Power 
 

When PV energy is limited, BACKUP loads are first powered by PV and then supplemented by battery.  

 

 

 

 

 

 

 

 

 

 

 

 

5.1.6 On-grid Unbalanced Output  
 
1) The normal load is single phase.  

2) The three phases of normal load are the same or unbalanced.  
This is the best scheme to meet your needs.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 
ǒ Under this mode, please complete the output voltage and frequency settings.  

ǒ It is better to choose the battery with a capacity larger than 100Ah to ensure BACKUP function work 
normally. 

ǒ If BACKUP output loads are inductive or capacitive loads, to make sure the stability and reliability of 
system, it is recommended to  configure the power of these loads to be within 50% BACKUP output 
power range.  

1     2  
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Three-phase 

ESS Inverter Power Generation  Date 
Monitoring  Platform  

WiFi/LAN,  RS485 

Meter 

Grid 

5KW 4KW 1KW 

Battery  

Normal Load 

Three-phase 

ESS Inverter 
Power Generation  
Date Monitoring  
Platform  

9KW WiFi/LAN,  RS485 

Meter  

2KW 

5KW 
3.66KW 
1.66KW 

0.34KW 
0.34KW 

0.34KW 

Grid 

5.34KW 4KW 2KW 

Battery  BACKUP 

On-Grid Unbalanced Output  

 

 
 

5.1.7 Back-up Unbalanced Output  
 
1) The critical  load is single phase. 

2) The three phases of critical load are the same or unbalanced.  
This is the best scheme to meet your needs.  

 

Back-up Unbalanced Output  

 

 

 

 

 

BACKUP 2 BACKUP 3 BACKUP 1 

Normal Load 3  Normal Load 2 Normal Load 1 
































